
SECTION A-A THROUGH RETENTION BASIN WITH GEOCELLULAR ATTENUATION CRATES BELOW
SCALE 1:20

SECTION D-D THROUGH PAVED FOOTPATH AND OVEREDGE DRAIN
SCALE 1:20

350

OPEN JOINT PATIO SLAB SAND
AND CEMENT MORTAR SPOT

BEDDED ON MIN. 100mm TYPE 1
SUB BASE

FALL

450

PERIMETER TRENCH LINED WITH "TERRAM 1000"
AND BACKFILLED WITH 40mm/20mm SINGLE SIZE

GRANULAR FILTER MEDIA MATERIAL

TIMBER EDGING/GRANITE EDGING KERB (TO BE
CONFIRMED) TO SURROUND RAINGARDEN FIXED
WITH TIMBER OR GALVANISED STEEL STAKES AT 1m
CENTRES. OTHER FINISHES AVAILABLE

EDGE DETAIL - 18mm THICK EPOXY COATED MARINE
PLYWOOD  (450mm WIDE x 500mm DP)

EXISTING GROUND

TIMBER PERIMETER FENCE TO
SURROUND INFILTRATION BASIN

REFER TO INFILTRATION BASIN
DETAIL ON DRAWING 16691/C503

TIMBER PERIMETER FENCE TO
SURROUND INFILTRATION BASIN

ANCHOR TRENCH FILLED WITH WELL COMPACTED
CLASS 4 FILL MATERIAL MINIMUM  300 x 300mm.

PERMEABLE GEOSYNTHETIC, TERRAM 1000 OR SIMILAR APPROVED.

GEOCELLULAR CRATE ATTENUATION
500mm DEEP. REFER TO DETAIL

100mm
FREEBOARD

MIN. 300mm DEEP ROOT ZONE GROWING MEDIUM

150mm OF UNDISTURBED NATIVE SUBGRADE OR FILL.

1
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PLANTING SPECIFICATION
BY LANDSCAPE ARCHITECT
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300mm CLEAN STONE.
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SECTION B-B THROUGH RETENTION BASIN WITH GEOCELLULAR ATTENUATION CRATES BELOW
SCALE 1:20

TIMBER PERIMETER FENCE TO
SURROUND INFILTRATION BASIN

REFER TO INFILTRATION BASIN
DETAIL ON DRAWING 16691/C503

TIMBER PERIMETER FENCE TO
SURROUND INFILTRATION BASIN

ANCHOR TRENCH FILLED WITH WELL COMPACTED
CLASS 4 FILL MATERIAL MINIMUM  300 x 300mm.

PERMEABLE GEOSYNTHETIC, TERRAM 1000 OR SIMILAR APPROVED.

IMPERMEABLE MEMBRANE LAID TO BOTTOM AND SIDES OF
ATTENUATION TANK AND SIDES OF RETENTION BASIN

GEOCELLULAR CRATE ATTENUATION
500mm DEEP.

100mm
FREEBOARD

MIN. 300mm DEEP ROOT ZONE GROWING MEDIUM

150mm OF UNDISTURBED NATIVE SUBGRADE OR FILL.
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PLANTING SPECIFICATION
BY LANDSCAPE ARCHITECT

300mm CLEAN STONE.
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IMPERMEABLE MEMBRANE LAID TO BOTTOM AND SIDES OF
ATTENUATION TANK AND SIDES OF RETENTION BASIN

3000

ACO CHANNEL TO DISCHARGE TO RAINGARDEN
VIA ACO BULLNOSE KERB OUTLET OR SIMILAR
APPROVED

100

IMPERMEABLE MEMBRANE LAID TO BOTTOM AND SIDES OF
ATTENUATION TANK AND TO SIDES OF RAINGARDEN. WHERE
ATTENUATION TANK FALLS SHORT OF RAIN GARDEN ABOVE,
IMPERMEABLE MEMBRANE TO BE TAKEN UP SIDE OF KERB

50mm DEPTH 2-6.3mm GRANITE GRIT MULCH.

50mm DEPTH 4-20mm CRUSHED STONE DRAINAGE
LAYER

ACO CHANNEL DRAIN MD100 OR
SIMILAR APPROVED

EXISTING GROUND

SECTION C-C THROUGH RAINGARDEN WITH GEOCELLULAR CRATE ATTENUATION BELOW
SCALE 1:20

GEOCELLULAR CRATE ATTENUATION 800mm DEEP.

CONFIGURATION TO SUIT PLAN LAYOUT
DRG. No 16691/C500.

CONFIGURATION TO SUIT PLAN LAYOUT
DRG. No 16691/C500.

CONFIGURATION TO SUIT PLAN LAYOUT
DRG. No 16691/C500.

ANY SOFT SPOTS SHOULD BE EXCAVATED AND REPLACED
WITH SUITABLE COMPACTED GRANULAR MATERIAL. PLACE
AND COMPACT A MINIMUM 100mm THICK LAYER OF
BEDDING MATERIAL (TYPICALLY COARSE SAND).

ANY SOFT SPOTS SHOULD BE EXCAVATED AND REPLACED
WITH SUITABLE COMPACTED GRANULAR MATERIAL. PLACE
AND COMPACT A MINIMUM 100mm THICK LAYER OF
BEDDING MATERIAL (TYPICALLY COARSE SAND).

ANY SOFT SPOTS SHOULD BE EXCAVATED AND REPLACED
WITH SUITABLE COMPACTED GRANULAR MATERIAL. PLACE
AND COMPACT A MINIMUM 100mm THICK LAYER OF
BEDDING MATERIAL (TYPICALLY COARSE SAND).

EITHER:
COARSE SAND CLASS 6H SELECTED
GRANULAR MATERIAL
(100% PASSING 5MM SIEVE)

EITHER:
COARSE SAND CLASS 6H SELECTED
GRANULAR MATERIAL
(100% PASSING 5MM SIEVE)

EITHER:
COARSE SAND CLASS 6H SELECTED
GRANULAR MATERIAL
(100% PASSING 5MM SIEVE)

NOTE:
1. GEOCELLULAR SYSTEM TO BE POLYPIPE
POLYSTORM UNITS WITH POLYSTORM INSPECTION
UNITS AND ACCESS UNITS. DESIGN AND LAYOUT TO
BE CONFIRMED BY POLYPIPE OR SIMILAR APPROVED.

RAINGARDEN SET 100mm
BELOW FOOTPATH LEVEL

PERMEABLE GEOSYNTHETIC, TERRAM 1000 OR SIMILAR APPROVED.

TO CATCHPIT

400mm DEPTH FREE-DRAINING SANDY-LOAM TOPSOIL WITH
10%  PAS1 COMPOST

ATTENUATION TANK TO
BE OFFSET 100mm FROM
EDGE OF RAINGARDEN

BASIC GRAVEL FILTER STRIP
TO ARCHITECT'S DETAILS

(SHOWN INDICATIVELY)

PLANTING SPECIFICATION
BY LANDSCAPE ARCHITECT

ISSUE FOR SAB APPROVAL
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Client

29 Bocam Park, Old Field Road, Pencoed, Bridgend  CF35 5LJ.

Phone:  01656 863794  Email: enquiries@vale-consultancy.co.uk

DRAWING STATUS

A - Approval, AB - As-Built, C - Construction, D - Draft, P - Preliminary, T - Tender
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GENERAL NOTES:

1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE.

2. ALL LEVELS ARE SHOWN IN METRES UNLESS NOTED OTHERWISE.

3. DO NOT SCALE FROM THE DRAWING.  USE FIGURED DIMENSIONS
ONLY.

4. ANY DISCREPANCIES TO BE REPORTED IMMEDIATELY TO THE
ENGINEER.

5. THIS DRAWING TO BE READ IN CONJUNCTION WITH ALL RELEVANT
ARCHITECTS, ENGINEERS, SUBCONTRACTORS AND SPECIALISTS
DRAWINGS AND SPECIFICATIONS.

6. EXISTING SERVICES HAVE NOT BEEN SHOWN BUT ARE PRESENT -
THE CONTRACTOR IS TO LIAISE WITH ALL STATUTORY AUTHORITIES
PRIOR TO THE COMMENCEMENT OF ANY WORKS.

7. TEMPORARY WORKS DESIGN BY OTHERS.

8. DESIGN RISK ASSESSMENTS AND METHOD STATEMENTS ARE TO BE
PROVIDED TO THE PRINCIPLE CONTRACTOR PRIOR TO THE
COMMENCEMENT OF ANY WORKS.
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REVISED SURFACE WATER DRAINAGE

STRATEGY. CROSS SECTIONS AMENDED

TO REFLECT NEW FEATURES0
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SECTION DETAILS AMENDED TO SUIT

REVISED DRAINAGE LAYOUT
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REFERENCES TO PLANTING SCHEDULE

16691-PS01 OMITTED (SUPERSEDED).

LANDSCAPE ARCHITECT APPOINTED
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