insulated ceiling void. .

Treat ceiling joists & retain lathe & plaster cailing.
100 mm Rockweol quilt laid to void of ceiling joist
150 m Rockwoo! quilt laid above & contra.

Level of existing
cornice
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WALL TO ROOF DETAIL : PROPOSED

Meshed or unmeshed Wall Membrane' _ |

Newton 803 or 805 mesh plugged to wall with Newton mesh plug

@ 400 mm centres. |

Run up into ceiling void to pass quilt. _ |

OR

Run upfull height of internal wall - site decison, ! |
| _
I

_ i
I B

Ex 50 x 50 mm S.W. splayed ground fixed to side of joist. _
to provide top fixing for composite plasterboard. _

Kingspan K118 composite plasterboard / insulation x 65 mm. |
dot & dab to Newton mesh membrane,” ~— ~

Newton 110 WATstop, pointed & dubbed to from waterproof skin
to window heads & reveals.

Newton Mesh Tape

12 mm Insulation board fixed dot & dab - skimmed.

| External render.

NHL 3.5 Lime x 2.5 to 3 by volume with course sand.
See full secification for number of days between coats &
maintenence of damp curing conditions.

Rake out existing joints to a depth of 20 mm.

Apply pricking or dubbing out coat x 9 mm

can be machine applied.

Levelling out coat x 9 mm

Harling coat with aggregate - can be machine applied.

Beeckosil! Silicate Masonary paint x 2 coats.
Allow 28 days for lime render to 'technically set'.

Repoint - in two applications and dub out to face of masonry.

Render moulded

window head.

May be retained or re-formed.
Subject to site decision

S — -

Drawn as section through window head looking to

pilsater.
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cut in 100 mm dpc

Replacement H.W. windows
set in mastic seal

ELEVATION OF WALL PILASTER.
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Philip Griffiths - Architect

3, St Johns Close, Cefn Coed,
Merthyr Tydfil. CF48 2PE.

Tel: 01685 370812

EMail: Philip@philipgriffiths.co.uk

Client: High Street Baptist Chapel,
High Street, Merthyr Tydfil. CF47 8DN
Tel No: 07949 594850 or

Tel No: 07949 734556

Proposed Refurbishment of Chapel Hall @

High Street, Baptist Chapel, High Street,

Merthyr Tydfil. CF47 8DN

WALL TO ROOF DETAIL : PROPOSED
ELEVATION OF WALL PILASTER.

Date: March. 2021
Drawn by: PG.
Scale: 1:5 mm

Drwg. No. ‘_ m




