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competent geotechnical engineer to confirm suitability of stratum. 

construction of foundations, a review is to be undertaken by a 

type 1 fill or equivalent site won fill to HSW0600. during excavation and 

00209. should soft spots are encountered these are to be replaced with 

parameters discussed in form F002, TRAN01-FJD-MER-RPT-C-CV-

8. Ground bearing resistance considered is 100kpa based on design soil 

the contractors construction programme.

installation of the proposed footbridge piled foundation, as indicated on 

and other ancillary civil supporting foundations shall be installed after 

The designer assumes that the proposed platform headwall foundations 7.

Type 1 fill materials to be compacted in layers not exceeding 150mm.6.

NR/CIV/SD/3020 to NR/CIV/SD/3023.

The proposed platform crosswall design has been based on 5.

Sections 2 0f 2

-TRAN01-KAW-R1-MER-DRG-C-CV-000142 - Quakers Yard Cross 

Platform General Arrangement

-TRAN01-KAW-R1-MER-DRG-C-CV-000130 - Quakers Yard Down 

Arrangement 

-TRAN01-KAW-R1-MER-DRG-C-CV-000100 - Quakers Yard General 

This drawing is to be read in conjunction with the following drawings:4.

-Inspection & test plan document - TBC

-Specification documnet - TRAN01-FJD-R1-MER-REG-C-CV-000001

-Form F003 document - TRAN01-KAW-R1-MER-RPT-C-CV-020009

-TRAN01-KAW-R1-MER-RPT-C-CV-000209 - Form 002 document

This drawing is to be read in conjunction with the following document:3.

All dimensions are in millimetres, unless otherwise stated.2.

Do not scale off this drawing.1.
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