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C (BETWEEN FOUNDATIONS)

FOUNDATIONS
CONCTRETE TO BE CAST A MINIMUM
OF 7 DAYS! GRADE C35, ALL
FOUNDATIONS TO BE SMOOQOTH, FLAT
LEVEL WITH EACH OTHER!

DUCTING NOTES
DUCTING REQUIRED TO BOTH
STANCHION & CLOSING POST PENDING
SITE SURVEY! 50MM DIA OR LARGER
DEPENDING ON REQUIREMENTS.
ALWAYS KEEP POWER SEPERATE FROM

S 3 ACCESS DUCTS!
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o B
C
D
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| o |— HEIGHT
000
R} _| 450 22 «j
OPERATING SUPPLY 230V - | PH - 6A
DUTY RATING 100% CONTINUOUS
DRIVE UNIT 3 - PH - WORM DRIVE GEARBOX C/W MANUAL RELEASE
A (GATE  |B (TOTAL GATE| C (BETWEEN |D (FOUNDATION| E (RUN-BACK SAFETY FEATURES PHOTOCELLS, SAFETY EDGES, FLASHING LIGHTS
SPAN) LENGTH) | FOUNDATIONS) | LENGTH) REQUIRED) OPTIONAL LOOP, INTERCOM, KEYPAD, PUSH BUTTON, CARD, RADIO,
7000 10200 6725 3300 7500 ACCESSORIES ANPR, ACCESS POST
7500 11000 7225 3500 8000
8000 11600 7725 3700 8500 e ONOTSCALEDRAMIG
8500 12300 8225 3900 9000 SUREACE NS
9000 13000 8725 4100 9500 IF IN DOUBT STOP, ASK!
9500 13600 9225 4200 10000
10000 14300 9725 4400 10500 H/D CANTILEVER
10500 14900 10225 4600 11000 R GATE
11000 15600 10725 4800 11500 e
11500 16200 11225 5000 12000
12000 17000 11725 5200 12500 MILD STEEL D5800 LAYOUT
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