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dig over base of tree pit to 200mm depth

to aid drainage

tree pit 900x900x600mm

[check on rootball size and add 200mm]

refer to specification for backfill mix

double stake to secure

75mm bark mulch, 1sqm per tree

treated sw post 75mm diam x 1400mm

[600mm above ground] secured to tree

by

J Toms 25mm expanding rubber belt

with buckle

TREE PIT DETAIL @ 1: 100

add strimmer guard for trees in grass

HEDGE DETAIL @ 1: 100

5 plants per linear meter in staggered row 450mm between rows,

400mm along rows planted into existing topsoil or 300mm depth site

won topsoil, plants protected by shrub shelters, area covered with

bark mulch to 50mm depth

proposed hedge planting with locally

native species

proposed tree planting with locally

native species
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PROPOSED EXERCISE YARD

New gabion retaining wall;
hexagonal woven wire mesh filled
with good clean stone

New Gate

New post and
wire fence

existing access track

Proposed Exercise Yard

Sub Base
To be compacted built up pad of subsoil, slight
crown or slant @ 1-2° slope, with optional
Geotextile layer

Base
Compacted, well -drained, solid, level, well
graded aggregate (100 - 150 mm thick)

Topping
Loose, well-drained wood chips/shaving and
sand dust (75 - 100mm thick) (Wood Products)

New post and wire fence

New post and wire fence

PROPOSED PLAN          scale 1:200

A July, 19 Section lines added

B Aug, 19 Section lines amended

C

C April
2020

Landscaping Details Added


