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Executive Summary 
 

Site Location 
and Proposed 
Development 

Weston Contractors Limited (the Client) is proposing the redevelopment of the 
former Citizen’s Advice Bureau off Lower Thomas Street, Merthyr Tydfil for 
residential end use. 

Site History The earliest maps show the site to have been previously developed. In later 
years the structures are labelled as a bakery. 
 
When the bakery was closed a hall was built within the western area of the site. 
The site previously operated as the Citizen’s Advice Bureau. 
 
Recently the hall has been demolished for future redevelopment whilst the 
existing structure off lower Thomas Street is proposed to be refurbished. 

Geology The site is underlain by Till superficial deposits, overlying sandstones and 
siltstones of the Carboniferous Lower Coal Measures. 

Radon No radon protection measures are required for new developments at the 
investigation site. 

Ground 
Conditions 

• MADE GROUND: Loose black, grey brown very sandy fine to coarse 
GRAVELS, including brick, ash and concrete. 

• Soft with depth becoming firm brown very sandy gravelly CLAY. 

• Moderately weak to moderately strong grey SANDSTONE, closely spaced 
sub horizontal and occasional oblique fractures. 

• Moderately weak grey MUDSTONE, closely spaced horizontal fractures. 

Contamination 
of Concern 

Non-volatile contamination of Arsenic and Lead identified within the Made 
Ground will need to be capped. The capping should consist of the proposed 
buildings and hard standing. In garden and soft landscaped areas, the capping 
should consist of 600mm of suitable topsoil, and subsoil. Alternatively made 
ground soils could be appropriately removed from site. 
 

Foundation 
Solution 

Due to both the anticipated heavy foundation loads together with the thickness 
and nature of the underlying made ground and low strength superficial deposits 
it is likely that a traditional foundation solution will prove unacceptable. It is 
considered that a piled foundation solution would be suitable. 
 
The following estimated working loads, type and length of piles are for guidance 
only and should be confirmed by a specialist piling contractor 
 
Due to adjacent properties a drilled pile is the preferred option. A 220mm steel 
pile installed by rotary techniques with a 190mm diameter open hole set withing 
the underlying competent sandstone may be used. 
 
For the above pile founded within the underlying bedrock a safe working load of 
typically 200kN should be achieved. Based on the site investigation information 
the piles should vary between 6/8m in length. Variations in the quoted length 
should also be expected and a nominal socket length of 2m should be allowed 
for. If additional bearing capacity is required consideration should be given to 
larger CFA piles. 
 
Suspended floor slabs are recommended. 
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SECTION 1 Introduction and Proposed Development 
 

1.1 Introduction 
 
Weston Contractors Limited (the Client) is proposing the redevelopment of the former Citizen’s 
Advice Bureau off Lower Thomas Street, Merthyr Tydfil for residential end use. 
 
Terra Firma (Wales) Limited have been commissioned by the Client to undertake a 
geoenvironmental assessment and geotechnical investigation of the site. 
 
The main objectives of the geoenvironmental assessment programme are: 
 

• Investigate the potential human health and environmental liabilities at the site 
associated with any contamination 

• Provide a summary of the human health and environmental conditions at the site, 
together with any necessary further intrusive works and / or remediation works to render 
the site fit for its intended use 

 
The main objectives of the geotechnical site investigation are: 
 

• Investigated the type, strength and bearing characteristics of the shallow superficial and 
underlying solid geology 

• Investigate the risk, if any, from historical shallow underground mining features  

• Provide engineering foundation and floor slab recommendations for the proposed 
development 

• Provide infiltration rates and stormwater drainage viability. 

• Provide recommendations regarding any other geotechnical aspects pertaining to the 
development 

 
In order to achieve the above objectives, Terra Firma (Wales) Limited carried out an 
assessment programme including a site walkover, a review of existing data, followed by a field 
investigation to collect geotechnical and geoenvironmental data from selected locations. 
 

1.2 Limitations and Exceptions of Investigation 
 
The Client has requested that a Geoenvironmental Site Assessment (GSA) and Geotechnical 
Investigation (GI) be performed to enable the outlined main objectives. 

 
The GSA and GI were conducted, and this report has been prepared for the sole internal 
reliance of the Client and their design and construction team. This report shall not be relied 
upon or transferred to any other parties without the express written authorisation of Terra Firma 
(Wales) Limited. If an unauthorised third party comes into possession of this report, they rely 
on it at their peril and the authors owe them no duty of care and skill. The report represents 
the findings and opinions of experienced geoenvironmental and geotechnical consultants. 
Terra Firma (Wales) Limited does not provide legal advice and the advice of lawyers may be 
required. 
 
The subsurface geological profiles, any contamination and other plots are generalised by 
necessity and have been based on the information found at the locations of the exploratory 
holes and depths sampled and tested. 
 

1.3 Quality Assurance 
 
The quality and environmental aspects of the assessment comply with Terra Firma Wales Ltd 
business management system which is UKAS Accredited to ISO 9001:2015 and ISO 
14001:2015 standards.  
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SECTION 2 Review of Existing Data  
 

2.1 Physical Setting and Current Site Use 
 
The former Citizen’s Advice Bureau is located to the southwest of Lower Thomas Street and 
northeast of Tramroad Car Park. The site centres on an approximate National Grid Reference 
of 305110, 206180, is roughly rectangular in shape and occupies a plan area of approximately 
0.06 Hectares. 
 
The former Citizen’s Advice Bureau has recently been demolished with hard standing removed 
to the southwestern half of the site. The existing building off Lower Thomas Street remains 
and being refurbished. Vehicular site access is from Tramroad Car Park to the southwest. 
 
Site boundaries are defined by housing to the north and south, Lower Thomas Street to the 
north and Tramroad Car Park to the south. The immediate surrounding area is mostly 
residential. The commercial centre of Merthyr Tydfil lies further west from Tramroad Car Park. 
 
The low-lying southwestern corner of the site lies at approximately 177mAOD and rises some 
5m to the northeast at 182mAOD. 
 
The site location can be seen on Figure 2.1.  
 

 
 

Figure 2.1 Site Location 

  

SITE 
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2.2 Site History 
 
Historical maps of the site have been obtained in an Envirocheck Report, provided by 
Landmark Information Group. The history plans are supplied in Annex A of this report, and the 
most relevant editions are summarised in Table 2.1. Distances, where quoted are 
approximate, and any changes in-between map editions may not be recorded 
 
Table 2.1 Historical Development from Map Information 

Map 
Edition 
& Scale 

Key Features on Site Key Features off Site 

1875 
1:528 

The site had been developed before 
the earliest Ordinance Survey map. 
The structure appears to be of 
commercial/industrial use with access 
of Lower Thomas Street to the east. 

 

The buildings shown immediately 
south of the site may be part of the 
same commercial operation. 
 
A chapel lies immediately north of the 
site with a burial ground labelled to the 
west. 
 
The surrounding properties off Lower 
Thomas Street to the east and 
Tramway Road to the west appear to 
be primarily residential. 
 
Some 100m west of the site lies the 
Vale of Neath Station and Goods 
Shed.  

1900 
1:2,500 

No significant change on site. Sheds appear to have been built 
immediately off the southern boundary.  
 
No further significant change is noted 
within the immediate surrounding area. 

1904 
1:2,500 

No significant change on site. No significant change within the 
immediate surrounding area. 

1919 
1:2,500 

No significant change on site. No significant change within the 
immediate surrounding area. 

1938 
1:10,580 

No significant change on site. No significant change within the 
immediate surrounding area. 

1951 
1:10,580 

No significant change on site. No significant change within the 
immediate surrounding area. 

1957 
1:2,500 

The structures on site are now labelled 
as a Bakery. A new structure is shown 
in the southern corner. 

 

The building immediately south of the 
site appears separate to the Bakery. 
The sheds off the site’s southern 
boundary appear to have been 
demolished.  
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1958 
1:2,500 

No significant change on site. No significant change within the 
immediate surrounding area. 

1977 
1:2,500 

No significant change on site. The residential properties along 
Tramroad have been demolished and 
replaced by a Car Park. 
 
No further significant change is noted 
within the immediate surrounding area. 

1989 
1:2,500 

The bakery on site appears to have 
closed with the building to the west 
being refit for use as a hall. 

No significant change within the 
immediate surrounding area. 

1993 
1:2,500 

No significant change on site. No significant change within the 
immediate surrounding area. 

1996 
1:2,500 

No significant change on site. No significant change within the 
immediate surrounding area. 

2006 
1:10,000 

No significant change on site. No significant change within the 
immediate surrounding area. 

2021 
1:10,000 

No significant change on site. No significant change within the 
immediate surrounding area. 

 
It is known that the Citizen’s Advice Bureau has recently been demolished whilst the structure 
along Lower Thomas Street is being refurbished. 
 

2.3 Geological Setting 
 

2.3.1 Geology 
 
The 1:50,000 scale British Geological Map of the area was consulted for geology underlying 
the site. The site is shown to be underlain by the South Wales Lower Coal Measures 
Formation. Till superficial deposits are recorded above the bedrock. Detailed stratigraphical 
information is provided in Table 2.2. 
 
Table 2.2 Detailed Stratigraphical Information 

Period Formation 

Holocene Made Ground 

Devensian 

Till - Unsorted and unstratified drift, generally over 
consolidated, deposited directly by and underneath a glacier 
without subsequent reworking by water from the glacier. It 
consists of a heterogenous mixture of clay, sand, gravel, and 
boulders varying widely in size and shape (diamicton). 

Carboniferous 
South Wales Lower Coal Measures Formation – 
Grey, (productive) coal-bearing mudstones/siltstones, with 
seatearths and minor sandstones. 

 
A variable thickness of Made Ground is anticipated beneath the site associated with previous 
development. A former basement has been pierced and backfilled on site. 
 

2.3.2 BGS Borehole Information 
 
There are no BGS boreholes located in the immediate local area. 
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2.3.3 Radon 
 
The BGS’s National Geoscience Information Service data presented within the Envirocheck 
Datasheet (Annex A) details that the site lies within a lower probability radon area (less than 
1% of homes are estimated to be at or above the Action Level). No radon protective measures 
are required for new developments on the investigation site. 
 

2.3.4 Mining 
 
A CON29M Coal Mining Report has been obtained from the Coal Authority and is presented 
in Annex B. The Coal Authority conclude that “according to the official mining information 
records held by the Coal Authority at the time of this search, evidence of, or the potential for, 
coal mining related features have been identified. It is unlikely that these features will impact 
the stability of the enquiry boundary. 
 
The Coal Authority state “The property is not within a surface area that could be affected by 
any past underground coal mining”. Additionally, “There are no recorded coal mine entries 
known to the Coal Authority within, or within 20 metres, of the boundary of the site. 
 
No BGS mineral sites are recorded within 250m for the site boundary. The nearest BGS 
mineral site recorded in the Envirocheck Report datasheet (Annex A) is summarised in Table 
2.3. 
 
Table 2.3 BGS Recorded Mineral Sites 

Site Name 
Distance/ Direction 
from site 

Type Commodity 

Thomas 
Town 

267m East Opencast Sandstone 

 

2.4 Environmental Setting 
 
The following sections have been compiled using the Landmark Information Group 
Envirocheck datasheet and maps which can be found in Annex A. 

 
2.4.1 Hydrogeology 
 
Superficial deposits beneath the site have an aquifer designation of Secondary Aquifer –
Undifferentiated. 
 
The bedrock deposits beneath the site have an aquifer designation of Secondary Aquifer – A. 
 
Deeper groundwater flow within the underlying bedrock will be controlled by the strata dip and 
any fractures or bedding planes within the rock units. 
 
The hydraulic gradient will be at its steepest during periods of heavy rainfall and aquifer 
recharge. 
 
The site does not locate within a groundwater source protection zone. 
 
There are no groundwater abstraction points located within 1km of the site. 
 

2.4.2 Hydrology 
 
The nearest surface water feature is a minor water course located over 250m northeast of the 
site. 
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Local topography falls to the southwest. Surface water and urban drainage is likely to drain in 
this direction. 
 

2.4.3 Flooding 
 
The site lies within an area classed as Flood Zone 1. The site is classed to be at less than 
0.1% (or 1-in-1000 year) chance of flooding in any year. 
 
The site lies in an area designated as having potential for groundwater flooding to occur at the 
surface. 

 
2.4.4 Waste 
 
No recorded landfill sites are located within 250m of the site 
 
There are no licensed waste management facilities or waste transfer sites within 250m of the 
site. 
 

2.4.5 Pollution 
 
No pollution incidents are recorded to have occurred within 250m radius of the site. 
 

2.4.6 Sensitive Land Use 
 
The site is not located within a sensitive land use area. 
 

2.4.7 Industrial Land Use 
 
There are no relevant contemporary trade directory entries recorded within 250m of the site. 
 

2.4.8 Infilled Land 
 
Potentially infilled land features within 250m of the site are summarised in Table 2.4. 
 
Table 2.4 Potentially Infilled Land 

Feature Distance/Direction from site 

Unknown filled ground (small, infilled pond) 190 west 

 

2.5 Ecology 
 
Please note that Terra Firma (Wales) Ltd are not specialists in this field and the advice of an 
expert should be sought. 
 

2.6 Archaeology 
 
Please note that Terra Firma (Wales) Ltd are not specialists in this field and the advice of an 
expert should be sought. 
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SECTION 3 Preliminary Human Health and Environmental Risk Assessment 
 

3.1 General 
 
The preliminary human health and environmental risk assessment is a qualitative evaluation 
of unacceptable risks to human health or the environment from potential ‘contaminated land’, 
based on reviewed information in preceding sections of this report.  
 
For ‘contaminated land’ to exist as defined in Part 2A of the Environmental Protection Act 
(EPA) 1990, a Pollutant Linkage needs to be identified. Pollutant linkages are defined by 
having a valid ‘source – pathway – receptor’ as established in the preliminary conceptual site 
model. 
 
For our definitions of pollution linkage and how we define risk please refer to Annex C which 
includes our classifications of consequence and probability, and risk assessment matrix. 
 

3.2 Potential Sources of Contamination 
 
Potential or known sources of contamination associated the sites current and historical land 
use are summarised in Table 3.1. 
 
Table 3.1 Contamination Sources 

ID Source Contaminant 

S1 Made ground/natural soils Metals, metalloids, PAH, asbestos 

 
No other significant potential on-site or off-site sources of contamination have been identified 
during the desk study. 
 

3.3 Potential Pollution Pathways 
 
Potential contaminant pathways associated with a residential with home grown produce land 
use are as follows. 
 
P1 – Direct soil and dust ingestion 
P2 – Consumption of home grown produce 
P3 – Dermal contact 
P4 – Inhalation of dust and vapours 
P5 – Vertical migration of leachates (unsaturated zone) 
P6 – Horizontal and vertical migration of contaminants (saturated zone) 
P7 – Artificial contaminant pathway (borehole, pile, excavation etc) 
P8 – Surface run-off 
P9 – Plant uptake 
P10 – Horizontal and vertical migration of ground gasses and vapours 
P11 – Direct contact with construction materials 
P12 – Inhalation of asbestos fibres 
 

3.4 Potential Receptors  
 
There are human and hydrological receptors to any contamination that may be present on site. 
Potential receptors include. 
 
R1 – Construction and maintenance workers 
R2 – Future site users (residents) 
R3 – Passers-by or neighbouring site users 
R4 – Groundwater (aquifer) 
R5 – Surface waters (river/lake) 
R6 – Area of public open space 
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R7 – Construction materials (concrete/potable water pipes) 
 

3.5 Preliminary Conceptual Site Model 
 
The preliminary conceptual site model establishes potential pollutant linkages between 
contaminants (source), pathways and receptors, realised during the preparation of the desk 
study report. Where a potential pollutant linkage is identified an assessment of risk is 
subsequently undertaken. The preliminary conceptual site model is tabulated in Table 3.2. 
 
Outcomes of the preliminary conceptual site model are used as a basis for the design and 
implementation of the site investigation, whereby areas of potential contamination can be 
targeted as well as investigating the wider site.  
 
Findings of the site investigation can in turn be used to develop and refine the conceptual site 
model.  
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Table 3.2 Preliminary Conceptual Site Model 

Source Pathway Receptor 
Preliminary Risk Assessment 

Consequence Probability Risk 

Human Health 

Contaminated Soils 
S1 

Direct soil and dust ingestion P1 
Dermal contact P3 
Inhalation of dust and vapours P4 

Construction and maintenance 
workers R1 

Medium 
Low 
Likelihood 

Medium Risk - COSHH assessment 
and good level of PPE/ hygiene by 
site workers/ staff; dust suppression 
measures if required. Suitably 
designed site investigation 
recommended 

Passers-by or neighbouring site users 
R3 

Medium Unlikely 
Low Risk - Dust suppression 
measures if required. 

Future site users (residents) R2 Medium  
Low 
Likelihood 

Low Risk - Suitably designed site 
investigation recommended  

Radon Gas S2 

Horizontal and vertical migration of ground 
gasses and vapours P10 

Future site users (residents) R2 Medium Unlikely 
Low Risk - No radon protection 
measures required 

Landfill Gas S3 
Future site users (residents) R2, 
Construction and maintenance 
workers R1 

Severe Unlikely Low Risk  Ground Gas S1 

Vapours S1 

Mine Gas S4 Severe Unlikely Low Risk 

Impacted 
Groundwaters S1 

Horizontal and vertical migration of 
contaminants (saturated zone) P6 
Dermal contact P3 

Construction and maintenance 
workers R1 

Medium Unlikely Low Risk 

Contaminated Soils 
S1 

Plant uptake P9 
Consumption of home grown produce P2 

Future site users (residents) R2 Medium Unlikely Low Risk 

Contaminated Soils 
S1 

Direct Contact P11 

Construction materials (water pipes) 
R7 

Mild 
Low 
Likelihood 

Low Risk Aggressive ground 
conditions – 
Sulphates S1 

Construction materials (concrete) R7 

Aquatic Environment 

Contaminated Soils 
S1 

Vertical migration of leachates 
(unsaturated zone) P5 

Groundwater (aquifer) R4 
Surface waters (river/lake) R5 

Mild 
Low 
Likelihood 

Low Risk Surface run-off P8 

Surface waters (river/lake) R5 
Horizontal and vertical migration of 
contaminants (saturated zone) P6 
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SECTION 4 Field Investigation 
 

4.1 Site Works 
 
A geotechnical and geoenvironmental site investigation comprising two trial pits was 
undertaken on 22nd February 2021. One rotary borehole was drilled on 14-15th July 2021. 
 
The fieldwork was supervised by Terra Firma (Wales) Limited, who logged the exploratory 
holes to the requirements of BS 5930:2015+A1:2020. The proposed locations of the 
exploratory holes were determined by Terra Firma (Wales) Ltd in general accordance with BS 
10175:2011+A2:2017 in order to assess the findings of the preliminary conceptual site model. 
 
Trial pits referenced TP1 and TP2, were excavated using a 13-tonne tracked excavator. 
 
Representative disturbed samples were taken and retained in airtight containers for 
environmental and geotechnical testing. 
 
On completion all trial pits were backfilled with materials arisings compacted in layers using 
the excavator bucket. 
 
One rotary borehole was drilled using a Fraste PLG Rotary Rig to 10.2mbgl, proving 5m of 
bedrock. 
 
The Exploratory Hole Logs are presented in Annex D. 
 
Exploratory hole locations are shown on Drawing 01. 
 

4.2 Ground Conditions 
 
The ground conditions encountered by the exploratory holes can in general be summarised as 
shown in Table 4.1. 
 
Table 4.1 Summary of Typical Ground Conditions 

Depth (m) Thickness (m) Stratum 

0.00 - 2.0/2.5 2.0/2.5 
MADE GROUND: Loose black, grey brown 
very sandy fine to coarse GRAVELS, 
including brick, ash and concrete. 

2.0/2.5 - 5.2 2.7/3.2 
Soft with depth becoming firm brown very 
sandy gravelly CLAY. 

5.2 - 7.5 2.3 
Moderately weak to moderately strong grey 
SANDSTONE, closely spaced sub horizontal 
and occasional oblique fractures. 

7.5 - 10.5 - 
Moderately weak grey MUDSTONE, closely 
spaced horizontal fractures.  

 

4.3 Groundwater 
 
Groundwater inflows were not encountered in any of the trial pits. An inflow of groundwater 
was encountered at 5.2mbgl at BH1 at the base of the superficial deposits, directly above the 
sandstone bedrock. 
 

4.4 Stability and Obstructions 
 
Trial pits remained stable and vertical during excavation. 
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4.5 Laboratory Chemical Testing 
 

4.5.1 Sampling Strategy 
 
Soil sampling locations were selected on a non-targeted basis to characterise the 
contamination status of a defined area of the site. 
 
Sample locations, depths and suspected/known contamination source targets are summarised 
in Table 4.2: 
 
Table 4.2 Sample Locations, Depths and Targets 

Location Depth (m) Contamination Targets 

TP1 0.4 Made Ground (S1) 

TP1 3.6 Natural Ground 

TP2 0.3 Made Ground (S1) 

TP2 2.2 Natural Ground 

 

4.5.2 Soil Laboratory Analysis 
 
During the site investigation works soil samples were taken and despatched to the accredited 
laboratories of Eurofins Chemtest for laboratory chemical testing. Soil samples were tested for 
the determinants listed in Table 4.3. 
 
Table 4.3 Soil Laboratory Analysis 

Metals & Metalloids In-Organics Organics Others 

Arsenic Cyanide Phenols pH (acidity) 

Cadmium Sulphate PAH Asbestos 

Chromium III    

Chromium VI    

Copper    

Lead    

Mercury    

Nickel     

Selenium    

Zinc     

 

4.6 Soil Property Testing 
 

4.6.1 Laboratory Geotechnical Testing 
 
A schedule of laboratory tests was prepared by Terra Firma Wales Ltd, and samples were 
despatched to the accredited laboratories of Apex Testing Solutions. A summary of the testing 
carried out is presented in Table 4.4. 
 
Table 4.4 Summary of Geotechnical Testing 

Geotechnical Test Standard (BS1377:1990) 
No. 

Tested 

Soil 

4 Point Liquid and Plastic Limit Part 2, Clause 4.3 & 5.3 1 

Rock 

Point Load Index ISRM:1985 8 

Uniaxial Compressive Strength ISRM: 2007 3 

 
The test results are presented in Annex E and discussed in SECTION 5 of this report.  
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SECTION 5 Geotechnical Testing Results 
 
Geotechnical testing results are summarised in the following sections and presented in their 
entirety in Annex E. 
 

5.1 Plasticity Testing 
 
During the investigation one sample of the shallow clay material was taken and submitted for 
plasticity testing. The test results are summarised in Table 5.1.  
 
Table 5.1 Plasticity & Moisture Content Test Results 

Location 
Depth 

(m) 

Laboratory 
Principal 
Soil Type 

Plasticity 
Index (%) 

Passing 
425µm 

Sieve (%) 

Modified 
Plasticity 
Index (%) 

Volume 
Change 
Potential 

TP2 1.6 CLAY 12 72 8.64 Low 

 
In line with the NHBC (Chapter 4.2), the modified plasticity index for each sample was 
calculated. For design purposes the soils on site should be assumed to have a low volume 
change potential. 
 

5.2 Point Load Index and Uniaxial Compressive Strength Testing 
 
During the investigation core samples of the underlying bedrock were taken and submitted for 
laboratory testing. The test results are summarised in Table 5.1 and  Table 5.1 
 
Table 5.2 Point Load Testing 

Location Depth (m) 
Laboratory Rock 

Type 

Point Load Index 
(Mpa) 

Diametral 
(Is(50)) 

Axial 
(Is(50)) 

BH1 5.90-6.00 Sandstone 7.00 7.62 

BH1 6.90-7.00 Sandstone 3.00 4.47 

BH1 8.50-8.55 Siltstone 0.03 0.65 

BH1 10.10-10.20 Siltstone 0.32 0.89 

 
Table 5.3 Uniaxial Compressive Strength Testing 

Location Depth (m) 
Laboratory 
Rock Type 

Bulk Density 
(Mg/m3) 

Mode of 
Failure 

Uniaxial 
Compressive 

Strength (Mpa) 

BH1 6.00-6.10 
Grey 

Sandstone 
2.62 

Axial 
Cleavage 

149.4 

BH1 7.00-7.10 
Grey 

Sandstone 
2.59 

Single 
Shear 

28.9 

BH1 10.00-10.10 
Grey 

Sandstone 
2.65 

Axial 
Cleavage 

15.6 
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SECTION 6 Evaluation of Geoenvironmental Analytical Results 
 

6.1 Assessment Methodology 
 
Comparison of the analytical results has been made with the 2015 Suitable 4 Use Levels 
(S4UL) provided by Land Quality Management (LQM) Limited and the Chartered Institute of 
Environmental Health (CIEH) or provisional Category 4 Screening Levels (pC4SL). 
 
Sulphate results have been compared to guidelines presented in British Research 
Establishment (BRE SD1:2015). Sulphate levels need only be considered for buried concrete 
risk assessment and are not human health related. 
 

6.2 Soil Test Results 
 
A summary of the chemical test results which include the regulatory soil guideline values used 
in a residential setting with plant uptake are given in the following tables. The complete results 
can be found in Annex F. 
 

6.2.1 Inorganics & Miscellaneous  
 
Four samples were tested for a standard suite of inorganics, pH and organic matter. The 
summarised results are in Table 6.1. 
 
Table 6.1 Summary of Soil Chemical Test Results – Inorganics & Miscellaneous 

 
  

Substance 
Threshold 

Value 
(mg/kg) 

Source 

Measured Concentrations 
(mg/kg) 

Number of 
Exceedances 

Minimum Maximum 

Arsenic 37 LQM/CIEH 6.7 38 1 of 4 

Cadmium 11 LQM/CIEH <0.1 0.21 0 of 4 

Chromium III 910 LQM/CIEH 7.7 10.0 0 of 4 

Chromium VI 6 LQM/CIEH <0.5 <0.5 0 of 4 

Copper 2400 LQM/CIEH 75 270 0 of 4 

Lead 200 pC4SL 26 700 1 of 4 

Mercury (inorganic) 40 LQM/CIEH 0.12 0.48 0 of 4 

Nickel 180 LQM/CIEH 12 31 0 of 4 

Selenium 250 LQM/CIEH 0.38 0.95 0 of 4 

Zinc 3700 LQM/CIEH 29 200 0 of 4 

Cyanide - - <0.5 <0.5 - 

Boron 290 LQM/CIEH 0.41 1.90 0 of 4 

Sulphate (%) 0.24% BRE 0.017% 1.1% - 

Organic Matter (%) - - 0.5 3.4 - 

pH - - 8.0 8.5 - 

Phenols 120 LQM/CIEH <0.3 <0.3 0 of 4 

Asbestos   Not Detected Not Detected 0 of 4 

Notes: 
- No available guideline 
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6.2.2 Organics 
 
Four samples were tested for speciated polycyclic aromatic hydrocarbons. The summarised 
results are in Table 6.2. 
 
Table 6.2 Summary of Soil Chemical Test Results – Speciated Polycyclic Aromatic 
Hydrocarbons 

Substance 
Threshold 

Value 
(mg/kg) 

Source 

Measured 
Concentrations (mg/kg) Number of 

Exceedances 

Minimum Maximum 

Naphthalene 2.3 LQM/CIEH <0.1 <0.1 0 of 4 

Acenaphthylene 170 LQM/CIEH <0.1 <0.1 0 of 4 

Acenaphthene 210 LQM/CIEH <0.1 <0.1 0 of 4 

Fluorene  170 LQM/CIEH <0.1 <0.1 0 of 4 

Phenanthrene 95 LQM/CIEH <0.1 1.2 0 of 4 

Anthracene 2400 LQM/CIEH <0.1 <0.1 0 of 4 

Fluoranthene 280 LQM/CIEH <0.1 0.63 0 of 4 

Pyrene 620 LQM/CIEH <0.1 0.70 0 of 4 

Benzo(a)anthracene 7.2 LQM/CIEH <0.1 <0.1 0 of 4 

Chrysene 15 LQM/CIEH <0.1 <0.1 0 of 4 

Benzo(b)fluoranthene 2.6 LQM/CIEH <0.1 <0.1 0 of 4 

Benzo(k)fluoranthene 77 LQM/CIEH <0.1 <0.1 0 of 4 

Benzo(a)pyrene 2.2 LQM/CIEH <0.1 <0.1 0 of 4 

Indeno(123cd)pyrene 27 LQM/CIEH <0.1 <0.1 0 of 4 

Dibenzo(ah)anthracene 0.24 LQM/CIEH <0.1 <0.1 0 of 4 

Benzo(ghi)perylene 320 LQM/CIEH <0.1 <0.1 0 of 4 

Total PAH - - <2.0 2.5 - 

Notes: 
Thresholds based on 1.0% soil organic matter 
- No available guidelines 
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Four samples were tested for petroleum hydrocarbons. The summarised results are shown in 
Table 6.3. 
 
Table 6.3 Summary of Soil Chemical Test Results – Petroleum Hydrocarbons 

Substance 
Threshold 

Value 
(mg/kg) 

Source 

Measured Concentrations 
(mg/kg) 

Number of 
Exceedances 

Minimum Maximum 

Aliphatic 

PH C5 – C6 Ali 42 LQM/CIEH <1.0 <1.0 0 

PH C6 – C8 Ali 100 LQM/CIEH <1.0 <1.0 0 

PH C8 – C10 Ali 27 LQM/CIEH <1.0 <1.0 0 

PH C10 – C12 Ali 130 LQM/CIEH <1.0 <1.0 0 

PH C12 – C16 Ali 1100 LQM/CIEH <1.0 <1.0 0 

PH C16 – C21 Ali 65000* LQM/CIEH <1.0 <1.0 0 

PH C21 – C35 Ali 65000* LQM/CIEH <1.0 <1.0 0 

PH C35 – C44 Ali 65000 LQM/CIEH <1.0 <1.0 0 

Aromatic 

PH C5 – C7 Arom 70 LQM/CIEH <1.0 <1.0 0 

PH C7 – C8 Arom 130 LQM/CIEH <1.0 <1.0 0 

PH C8 – C10 Arom 34 LQM/CIEH <1.0 <1.0 0 

PH C10 – C12 Arom 74 LQM/CIEH <1.0 <1.0 0 

PH C12 – C16 Arom 140 LQM/CIEH <1.0 <1.0 0 

PH C16 – C21 Arom 260 LQM/CIEH <1.0 <1.0 0 

PH C21 – C35 Arom 1100 LQM/CIEH <1.0 <1.0 0 

PH C35 – C44 Arom 1100 LQM/CIEH <1.0 <1.0 0 

Notes: 
PH – Petroleum Hydrocarbon 
Ali – Aliphatic  
Arom – Aromatic  
Thresholds based on 1.0% soil organic matter 
* – Ali C16-21 and C21-C35 based on criteria for Ali EC >16-35 
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SECTION 7 Quantitative Risk Assessment 
 

7.1 Contaminants of Concern 
 
Contaminants identified as part of the investigation are summarised in Table 7.1, along with 
an interpretation of the likely contamination source. Where applicable, the contaminant, source 
relationship is based on the inferences made in the preliminary conceptual site model. 
 
Table 7.1 Contaminants of Concern 

Location Depth Contaminant Threshold Value Source 

TP1 0.4m Arsenic at 38mg/kg  37mg/kg(LQM/CIEH) Made Ground (S1) 

TP1 0.4m Lead at 700mg/kg  200mg/kg(pC4SL) Made Ground (S1) 

 
All remaining substances tested for were found to be present at concentrations below their 
respective human health threshold level. 
 

7.2 Pollutant Linkages 
 
Based on the findings of the intrusive site investigation and identified contaminants, the 
preliminary conceptual site model has been revised. Significant pollutant linkages are 
tabulated below in Table 7.2. Identified pollutant linkages will require detailed risk assessment, 
appropriate mitigation or remedial measures. 
 
Table 7.2 Significant Pollutant Linkages 

Source Pathway Receptor 

S1 
Non Volatile Arsenic 
and Lead contaminants 
within Made Ground 

P1 – Direct soil and dust 
ingestion 
P2 – Consumption of home 
grown produce 
P3 – Dermal contact 
P4 – Inhalation of dust  

R1 Construction and 
maintenance workers 
R2 Future site users (residents) 
R3 Passers-by or neighbouring 
site users 

 

7.3 Refined Conceptual Site Model 
 
A Refined Conceptual Site Model is presented in Table 7.3. 
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Table 7.3 Refined Conceptual Site Model 

Source Pathway Receptor 
Risk Assessment 

Consequence Probability Risk 

Human Health 

Contaminated Soils 
S1 
 
(Non-Volatile Arsenic 
and Lead 
contamination has 
been Identified within 
Made Ground) 

Direct soil and dust ingestion P1 
Dermal contact P3 
Inhalation of dust and vapours P4 

Construction and maintenance 
workers R1 

Medium 
Low 
Likelihood 

Medium Risk - COSHH assessment 
and good level of PPE/ hygiene by 
site workers/ staff; dust suppression 
measures if required. Suitably 
designed site investigation 
recommended 

Passers-by or neighbouring site users 
R3 

Medium Unlikely 
Low Risk - Dust suppression 
measures if required. 

Future site users (residents) R2 Medium Likely 

Medium Risk - Identified non volatile 
contamination within Made Ground 
will need to be capped. The capping 
should consist of the proposed 
buildings and hard standing. In 
garden and soft landscaped areas 
the capping should consist of 600mm 
of suitable topsoil, and subsoil. 
Alternatively made ground soils 
could be appropriately removed from 
site. 

Radon Gas S2 

Horizontal and vertical migration of ground 
gasses and vapours P10 

Future site users (residents) R2 Medium Unlikely 
Low Risk - No radon protection 
measures required 

Landfill Gas S3 
Future site users (residents) R2, 
Construction and maintenance 
workers R1 

Severe Unlikely Low Risk  Ground Gas S1 

Vapours S1 

Mine Gas S4 Severe Unlikely Low Risk 

Impacted 
Groundwaters 
S1 

Horizontal and vertical migration of 
contaminants (saturated zone) P6 
Dermal contact P3 

Construction and maintenance 
workers R1 

Medium Unlikely Low Risk 

Contaminated Soils 
S1 

Plant uptake P9 
Consumption of home grown produce P2 

Future site users (residents) R2 Medium Unlikely Low Risk 

Contaminated Soils 
S1 

Direct Contact P11 

Construction materials (water pipes) 
R7 

Mild 
Low 
Likelihood 

Low Risk 
Aggressive ground 
conditions - Sulphates 
S1 
 

Construction materials (concrete) R7 
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Aquatic Environment 

Contaminated Soils 
S1 
 

Vertical migration of leachates 
(unsaturated zone) P5 

Groundwater (aquifer) R4 
Surface waters (river/lake) R5 

Mild 
Low 
Likelihood 

Low Risk Surface run-off P8 

Surface waters (river/lake) R5 
Horizontal and vertical migration of 
contaminants (saturated zone) P6 
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7.4 Mitigation and Remedial Measures 
 
The following sections summarise the likely mitigation and remedial measures suitable for the 
identified contamination and proposed development. Detailed methodology to achieve the 
measures should be prescribed in a Remediation Strategy Report and the results presented 
in a Validation Report upon completion of the development.  
 

7.4.1 Human Health 
 

7.4.1.1 Contaminated Soils 
 
To protect future site users from the identified contamination the site will need to be capped. 
The capping should consist of the proposed buildings and hard standings. In garden and soft 
landscaped areas the capping should consist of 600mm of suitable inert topsoil, and subsoil if 
desired. Alternatively made ground soils could be removed from site and disposed of at a 
suitably licenced landfill site. 
 
As good practice, construction workers should adhere to good site management, COSHH, 
good standards of hygiene and appropriate health & safety on site, with personal protection 
equipment (PPE) and dust suppression where appropriate.  
 
All imported soils should be validated as clean and suitable for use in accordance with 
‘Requirements for the Chemical Testing of Imported Soils for Various End Uses and Validation 
Cover Systems’. 
 
For proposed new supply water pipes, the UK Water Industry Research publication ‘Guidance 
for the Selection of Water Supply Pipes to be used in Brownfield Sites (Report 10/WM/03/21)’ 
should be consulted. 
 
In accordance with EC Regulation 1272/2008 and Environment Agency Guidance WM3 soils 
destined for off-site disposal should be classified based on their hazard phrases prior to 
disposal. Soils are classified as a mirror entry waste and should be classified based on their 
specific chemical properties. 
 
If during earthworks ground conditions are encountered that are markedly different to those 
found during the investigation then the ground should be subject to additional sampling and 
testing and any necessary remedial measures designed and implemented before continuing 
with the works.  

 
7.4.2 Aquatic Environment 
 
The risk to the Aquatic environment is considered to be negligible as any adverse effects will 
be easily preventable by due diligence to good construction practise and housekeeping in 
preventing surface runoff and the spillage of materials.  
 
The basic measures that should be taken are as follows: 
 
• Prepare a drainage plan and mark the manholes to prevent pollutants accidently 

reaching the surface water sewers;  
• Carry out any activities that could cause pollution in a designated, bunded area, away 

from rivers or boreholes. Where possible it should drain to the foul sewer;  
• Use settlement ponds to remove silty water;  
• Store all oils and chemicals in a fully bunded area to prevent leaks or spills;  
• Get advice on whether you need an environmental permit and apply in good time 
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SECTION 8 Engineering Recommendations 
 

8.1 Preparation of Site  
 
Prior to the works commencing a full structural survey of the adjacent structures including full 
pictorial records should be undertaken. This survey should be updated at regular intervals 
during the construction works. 
 
Areas of vegetation including all roots should be stripped and removed from beneath the 
proposed development site. 
 
Allowances should be made for any temporary/permanent support works to any existing 
adjacent structure necessary because of the proposed works.  
 
Contingencies should be made for the protection/diversion of any underground/overhead 
services present beneath/above the site brought about as a result of the proposed works.  
 
Any reduced levels should be brought up to the required levels with suitable inert mainly 
granular materials. Department of Transport (DTp) type 2 sub-base or similar should be used 
and compacted in layers to the requirements of the Specification for Highway Works. 
 
Allowances should also be made for the excavation of any soft spots/areas and their 
replacement with well compacted imported granular materials. 
 
In accordance with EC Regulation 1272/2008 and Environment Agency Guidance WM3 soils 
and other materials destined for off-site disposal should be classified based on their hazard 
phrases prior to disposal. Soils are classified as a mirror entry waste and should be classified 
based on their specific chemical properties. Terra Firma (Wales) Ltd offer this service if 
required.  
 

8.2 Foundation and Floor Slab Solution 
 
Due to both the anticipated heavy foundation loads together with the thickness and nature of 
the underlying made ground and low strength superficial deposits it is likely that a traditional 
foundation solution will prove unacceptable. It is considered that a piled foundation solution 
would be suitable. 
 
The following estimated working loads, type and length of piles are for guidance only and 
should be confirmed by a specialist piling contractor 
 
Due to adjacent properties a drilled pile is the preferred option. A 220mm steel pile installed by 
rotary techniques with a 190mm diameter open hole set withing the underlying competent 
sandstone may be used. 
 
For the above pile founded within the underlying bedrock a safe working load of typically 200kN 
should be achieved. Based on the site investigation information the piles should vary between 
6/8m in length. Variations in the quoted length should also be expected and a nominal socket 
length of 2m should be allowed for. If additional bearing capacity is required consideration 
should be given to larger CFA piles. 
 
Measures should be taken to dampen vibrations form the piling operations to acceptable levels. 
If this cannot be achieved then consideration should be given to the use of bored piles. 
 
Allowances should also be made for re-installing piles should buried obstructions be 
encountered. 
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For the above size and types of pile founded within the competent sandstone, the total 
settlements should not exceed 10mm, with differential movements between adjacent piles 
being less than half this value. 
 
Suspended floor slabs are recommended. 
 
The above foundation solution should be confirmed by a specialist piling contractor. 
 

8.3 Excavations and Formations 
 
Most of the shallow excavations will be possible with normal soil excavating machinery. 
 
Shallow perched water and groundwater flows were not encountered during the investigation. 
Any water inflows together with rainwater infiltration should be dealt with by conventional 
pumping techniques. However, it should be noted that during times of heavy rainfall a higher 
water table will be encountered. 
 
The sides of any excavations deeper than 1.20m, or shallower if unstable, should be supported 
by planking and strutting or other proprietary means. 
 
The sub-formations/formations are likely to be susceptible to loosening, softening and 
deterioration by exposure to weather (rain, frost and drying conditions), the action of water 
(flood water or removal of groundwater) and site traffic.  
 
Formations should never be left unprotected and continuously exposed to rain causing 
degradation, or left exposed/uncovered overnight, unless permitted by a qualified engineer. 
 
Construction plant and other vehicular traffic should not be operated on unprotected 
formations. 
 
As a minimum the formation/excavation surfaces must be protected by blinding concrete 
immediately after exposure. 

 
Allowances should be made for the removal of soft spots/areas and their replacement with well 
compacted granular materials. 
 
Allowances should also be made for special precautions to prevent formation deterioration in 
addition to the above. 

 
8.4 Protection of Buried Concrete 
 
Buried concrete classification will be confirmed following receipt of the chemical test results. 
 

8.5 Access Roads and Car Parking Areas 
 
For car parking and road areas, formations within the in-situ natural soils a CBR value of 2% 
may be used for design purposes.  
 
Allowances should be made for the removal of any ‘soft spots/areas’ and their replacement 
with well-compacted granular materials as previously described. 
 
Please note that the Local Council / Highways Authority may require in-situ CBR testing to be 
undertaken before a road is adopted. In-situ CBR Testing should be performed following 
earthworks to verify the performance of the engineered fill. 
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ANNEX A 
Envirocheck Report 
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ANNEX B 
Coal Authority Mining Report 
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ANNEX C 
Risk Assessment Definitions 
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The contaminated land regime is set out in Part 2A of the Environmental Protection Act 
(EPA) 1990 and was introduced on the 1st April 2000 in England and 1st July 2001 in Wales. 
A similar regime was introduced in Scotland on 14th July 2000. 
 
Part 2A was introduced to achieve three overreaching objectives: 
 

(a) To identify and remove unacceptable risks to human health and the environment. 
(b) To seek to ensure that contaminated land is made suitable for its current use. 
(c) To ensure that the burdens faced by individuals, companies and society as a whole 

are proportionate, manageable and compatible with the principles of sustainable 
development.  

 
Under Part 2A the statutory definition of ‘contaminated land’ is: 
 

“any land which appears to the local authority in whose area it is situated, to be in such 
a condition, by reason of substances in, on, or under the land, that: 

 
(a) Significant harm is being caused or there is a significant possibility of such harm being 

caused; or 
(b) Pollution of controlled waters is being, or is likely to be, caused.” 

 
Under Part 2A, for land to be classified as ‘Contaminated Land’ there must be one or more 
contaminant, pathway, receptor linkages, known as the ‘Pollutant Linkage’. A pollutant 
linkage requires three essential elements: 
 

(a) A CONTAMINANT (SOURCE) – a substance that is in, on or under the land and has 
the potential to cause harm or to cause pollution of controlled waters. 

(b) A RECEPTOR – something which could be adversely affected by a contaminant. 
(c) A PATHWAY – a route by which a receptor is or might be exposed to or affected by 

a contaminant. 
 
The term ‘Risk’ is widely used in different contexts and situations, but a prescriptive definition 
is given by the Guidelines for Environmental Risk Assessment and Management (DEFRA et 
al, 2000): 
 

‘Risk is a combination of the probability, or frequency, of occurrence of a defined hazard 
and the magnitude of the consequences of the occurrence’. 

 
Model Procedures for the Management of Land Contamination – Contamination Land Report 
11 (2004) defines a ‘Hazard’ as  
 

‘a property or situation that in particular circumstances could lead to harm’. 
 
A framework for qualitative risk assessment is provided in CIRIA publication C552 
Contaminated Land Risk Assessment – A Guide to Good Practice (2001). The method requires 
an assessment of the magnitude of the probability of the risk occurring and the magnitude of 
the potential consequence. Classifications of consequences and probability, levels and 
descriptions of risk have been devised from the above publication and are defined in the 
following sections. 
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Classification of Consequence 
 

Table A Classification of Consequence 

Classification Definition 

Severe • Short term (acute) risk to human health likely to result in 
significant harm 
• Short term risk to controlled waters 
• Catastrophic damage to buildings/structures 
• Short term risk to an ecosystem or organism within the 
particular ecosystem 

Medium • Chronic damage to human health (long term risk) 
• Pollution of a sensitive water resource 
• A significant change in an ecosystem or organism within 
the ecosystem 

Mild • Pollution of non-sensitive water resources 
• Significant damage to buildings/structures 
• Damage to sensitive buildings/structure/services or the 
environment 

Negligible • Harm (not necessarily significant) which may result in 
financial loss 
• Non-permanent health effects to humans (easily 
prevented by PPE for example) 
• Easily repairable effects of structural (building) damage 

 

Classification of Probability 
 

Table B Classification of Probability 

Classification Definition 

High Likelihood • There is a complete pollution linkage and an event appears 
very likely to occur in the short term and is inevitable in the long 
term. 
• Evidence of harm to the receptor 

Likely • There is a complete pollution linkage which means that is it 
  probable that an event will occur 
• The event is not inevitable but possible in short term and likely 
in the long term 

Low Likelihood • There is a complete pollution linkage and circumstances are 
   possible under which an event could occur 
• It is not certain that an event will occur in the long term, and 
it is less likely to occur in the short term 

Unlikely • There is a complete pollution linkage but circumstances are 
such that it is improbable that an event would occur even in the 
long term 
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Risk Assessment Matrix 
 
By comparing the consequences of a risk and the probability of the risk of a pollution linkage, 
the likely risk category can be determined as shown in Table C below. 
 

Table C Risk Assessment Matrix 

Increasing 
acceptability 

Consequence 

Severe Medium Mild Negligible 

P
ro

b
a
b

il
it

y
 

High 
Likelihood 

High risk High risk Medium risk Low risk 

Likely 
High risk Medium risk  Low risk 

Near zero 
risk 

Low 
Likelihood 

Medium risk Low risk Low risk 
Near zero 

risk 

Unlikely 
Low risk 

Near zero 
risk 

Near zero 
risk 

Near zero 
risk 

 

Description of Risks and Likely Actions 
 
High Risk 
There is a high probability that severe harm could arise to a receptor, or there is evidence that 
a receptor is currently being severely harmed. The risk if realised is likely to result in liability, 
and urgent investigation or remediation will be required. 
 
Medium Risk 
It is probable that harm will arise to a receptor. However, it is relatively unlikely that such harm 
would be severe, or if harm does occur the harm is likely to be relatively mild.  Investigation 
will be required to determine the liability, and some remedial works may be required in the long 
term. 
 
Low Risk 
It is possible that harm may arise to a receptor, but it is likely that the harm would be mild. 
 
Near Zero Risk 
There is a very low risk of harm to the receptor. In the event of harm being realised the harm 
is not likely to be severe. 
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ANNEX D 
Exploratory Hole Logs 
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ANNEX E 
Geotechnical Test Results 
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ANNEX F 
Laboratory Chemical Test Results 
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