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ALL EXTERNAL LIGHTING:
- MAX 2700K
- DOWNWARD FACING
- PIR ACTIVATED
- NO LIGHT SPILL INTO DARK CORRIDOR
- NO BOLLARD LIGHTING
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SITE BOUNDARYCLOSE-BOARD FENCE ON PLOT BOUNDARY AND NEW SOUTHERN HEDGELINEPROTECTIVE FENCE TO EXISTING TREES/WOODLAND (POST AND RAIL FENCE)2m Minimum Distance from Site Boundary3m Minimum Distance from new buildingRE-PLANT WOODLANDReplanted Native Woodland See LEMP Section 5.21m Distance from site boundaryRE-PLANT WOODLAND TO FORM HEDGEWoodland Edge Hedge Planting (Native Species Mix) see LEMP Section 5.2 in preparation for forming hedge1m Distance from site boundary, planting 300mm ApartEqual numbers of speciesCoppice, Hazel, Hawthorn, Sycamore, AlderNEW HEDGE LINE ON SOUTHERN BOUNDARY TO BE LOCATED OUTSIDE OF FENCELINENew Native Hedge - Southern Boundary Along Fence LineErect permanent close board fence on site boundary (Green Line)Erect 1m high temporary fence to the south face of the hedge line as protection, (red line)Plant Hawthorn, Hazel, Holly Transplants (or equivalent) in equal numbers double staggered rowSow hedgerow grass/wildflowers mix throughout areas.  Emorgate’s EH1 Mix or similar approved.s EH1 Mix or similar approved.NEW TREE - Native TreeSquare Tree Pit to be minimum width/depth to fit root spread.Excavated topsoil and subsoil to be kept separate.Sides and base of tree pits to be loosened to ensure free drainage.Layer of coarse sand in base of pit.Backfill with 300 mm max depth topsoil, with subsoil under if necessary.Surface to be raised 50mm above surrounding soil levels to allow for settlement and drainage.Double raked stakes at 300mm height, 1mx1m mulch mat.GARDEN AREAS - See Labels for locationArea 1 - Flower Rich Grassland, Areas 2, & 3  Lawnmix as specified in LEMPRemove all debris artificial grass and slate stone chippings from within 100 mm of surface.Dig over any compacted or water logged areasSow lawn grass/wildflower mix Emorgates EL1 mix or similar approved to suppliers recommendations.For Details of Ecological Protection refer to Landscape and Ecological Management Plan Report: Pryce Consultant EcologistsHEDGEHOG CONNECTIVITYHedgehog access holes (130mm x 130mm) are provided at approx. 10m intervals along the south-western boundary, forming the primary connectivity corridor. Other boundaries are unsuitable due to retaining walls or are existing third-party structures outside the applicant’s control. Internal areas remain permeable, with connectivity maintained via s control. Internal areas remain permeable, with connectivity maintained via the south-western corridor.HIBERNACULUM/Habitat PileDark Corridors No Artificial Light
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New Tree Location

http://wygcad/details/lib/General/Drafting/North/North_WYG.dwg
http://wygcad/details/lib/General/Drafting/North/North_WYG.dwg
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NoteAll external lighting to comply with ILP Guidance Note 8 (Bats and Artificial Lighting, 2023). Refer to Lighting Plan for details.Integrated bat and bird boxes (Swift, Sparrow, Tit) installed per LEMP Sections 6–8 and approved architectural elevations.8 and approved architectural elevations.
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NOTESALL PLANTING AND ECOLOGICAL FEATURES TO BE IMPLEMENTED IN ACCORDANCE WITH:- GREEN INFRASTRUCTURE STATEMENT (GIS)GREEN INFRASTRUCTURE STATEMENT (GIS)- LANDSCAPE & ECOLOGICAL MANAGEMENT PLAN (LEMP)LANDSCAPE & ECOLOGICAL MANAGEMENT PLAN (LEMP)- 25-YEAR MANAGEMENT PLAN25-YEAR MANAGEMENT PLANALL FEATURES TO BE MAINTAINED AND MONITORED IN ACCORDANCE WITH APPROVED DETAILS
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Garden areas to comprise flower-rich lawn and native planting.Artificial grass has been removed and replaced with biodiversity-led planting.Hedgerows to be native species mix with hedgehog access gaps (130mm) at 10m intervals.
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Primary hedgehog corridor
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Primary hedgehog corridor
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Existing Wall owned by Nieghbournot appropriate for hedgehog adaptation
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Retaining Wall Unsuitable for Hedgehogs
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Boundary wall owned by neighbour, not appropriate for hedgehog adaptation
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NoteTo be read with Drawing CR4/03 Rev A and the Plot 4 Lighting Plan.  See Lighting plan for refernces to L1-L7 and their respective details.
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